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D
efinition K

ennw
erte

•
K

ennw
erte sind charakteristische Zahlenw

erte, die eine Leistungsfähigkeit beschreiben

•
K

ennw
erte sollen das W

erkstoffverhalten beschreibbar m
achen 

Vereinfachung

•
K

ennw
erte m

üssen vergleichbar sein 
N

orm
en (D

IN
, ISO

,…
) 0,05%

0,25%

E
-M

odul

E
 = 3475 M

P
a

σ
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B
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D
ehnungs-

B
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Ziel: Vorteilhafter Einsatz von W
erkstoffen

W
erkstoff 2

B
auteilaufgabe

•
M

echanik
•

A
ndere phys./chem

./ 
sonst. A

nforderungen
•

R
ecycling

•
…
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W
erkstoff 1

A
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S
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Festigkeitsbauteil

S
chneller 
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W
erkstoffausw

ahl unterstützt durch D
atenbanken

M
aterial Properties

Testing 
C

ondition
Standard

-40°C
23°C

85°C

General 
Properties

Thickness
dry



ρ
dry


IS

O
 1183-1; ISO

 1183-2; 
ISO

 1183-3
cond.


φ (or V

f ) 
dry


IS

O
 11667

Tensile Properties

E
1

dry



IS

O
 527-4; ISO

 527-5
cond.




R
t1

dry



IS

O
 527-4; ISO

 527-5
cond.




E
2

dry



IS

O
 527-4; ISO

 527-5
cond.




R
t2

dry



IS

O
 527-4; ISO

 527-5
cond.




ν
12 (or ν

21 )
dry


IS

O
 527-4; ISO

 527-5
Shear

Properties
G

12
dry




IS
O

 14129
cond.




R
12

dry



IS

O
 14129

cond.




Bending 
Properties

E
1f , R

1f
dry


IS

O
 14125 

3-Point-Bending
cond.



E
2f ,R

2f
dry


IS

O
 14125 

3-Point-Bending
cond.



Thermal 
Properties

α
T1

dry


IS
O

 11359-2
α

T2
dry


ISO

 11359-2

T
m /T

g
dry


D

IN
 E

N
 

IS
O

 11357-2/3
H

eat deflect. 
tem

perature
dry


ISO

 75-3

σ

ε

τ

γ

L

T

E
nd users

c
F
R
T
P

P
ublic 

launch 
O

ct 2019

σ

ε
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W
erkstoffausw

ahl unterstützt durch D
atenbanken

Tensile
M

odulus
[M

P
a]

Stress at break (MPa]

https://w
w
w
.cam

pusplastics.com
/cam

pus/
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Thank you for your attention

For further technical details

D
r.-Ing. Sebastian S

chm
eer


+49 631 2017 322


sebastian.schm

eer@
ivw.uni-kl.de


